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§ 175.560 Appeals.

Any person directly affected by a de-
cision or action taken under this sub-
chapter, by or on behalf of the Coast
Guard, may appeal therefrom in ac-
cordance with § 1.03 in subchapter A of
this chapter.

§ 175.600 Incorporation by reference.

(a) Certain material is incorporated
by reference into this subchapter with
the approval of the Director of the Fed-
eral Register in accordance with Title 5
United States Code (U.S.C.) 552(a) and
Title 1 Code of Federal Regulations
(CFR) Part 51. To enforce any edition

other than that specified in paragraph
(b) of this section, the Coast Guard
must publish a notice of change in the
Federal Register and make the mate-
rial available to the public. All ap-
proved material is on file at the Office
of the FEDERAL REGISTER. 800 North
Capitol Street NW., Suite 700, Washing-
ton, DC, and at the U.S. Coast Guard,
Office of Operating and Environmental
Standards (G–MSO), 2100 Second Street
SW., Washington, DC 20593–0001 and is
available from the sources indicated in
paragraph (b) of this section.

(b) The material approved for incor-
poration by reference in this sub-
chapter and the sections affected are:

American Boat and Yacht Council (ABYC), 3069 Solo-
mons Island Rd., Edgewater, MD 21037

A–1–93—Marine Liquefied Petroleum Gas (LPG) Sys-
tems.

184.240

A–3–93—Galley Stoves ............................................... 184.200
A–7–70—Boat Heating Systems .................................. 184.200
A–16–89—Electric Navigation Lights ......................... 183.130
A–22–93—Marine Compressed Natural Gas (CNG)

Systems.
184.240

E–8–94—Alternating Current (AC) Electrical Sys-
tems on Boats.

183.130

E–9–90—Direct Current (DC) Electrical Systems on
Boats.

183.130

H–2–89—Ventilation of Boats Using Gasoline ............ 182.130; 182.460
H–22–86—DC Electric Bilge Pumps Operating Under

50 Volts.
182.130; 182.500

H–24–93—Gasoline Fuel Systems ............................... 182.130; 182.440; 182.445;
182.450; 182.455

H–25–94—Portable Gasoline Fuel Systems for Flam-
mable Liquids.

182.130; 182.458

H–32–87—Ventilation of Boats Using Diesel Fuel ...... 182.130; 182.465; 182.470
H–33–89—Diesel Fuel Systems ................................... 182.130; 182.440; 182.445;

182.450; 182.455
P–1–93—Installation of Exhaust Systems for Propul-

sion and Auxiliary Engines.
177.405; 177.410; 182.130;

182.425; 182.430
P–4–89—Marine Inboard Engines ............................... 182.130; 182.420

American Bureau of Shipping (ABS), ABS Plaza, Two
World Trade Center, 106th Floor, New York, NY 10048

Rules for Building and Classing Aluminum Vessels,
1975.

177.300

Rules for Building and Classing Reinforced Plastic
Vessels, 1978.

177.300

Rules for Building and Classing Steel Vessels, 1995 ... 182.410; 183.360
Rules for Building and Classing Steel Vessels Under

61 Meters (200 feet) in Length, 1983.
177.300

Rules for Building and Classing Steel Vessels for
Service on Rivers and Intracoastal Waterways,
1995.

177.300

American National Standards Institute (ANSI), 11 West
42nd Street, New York, NY 10036
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